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Cellular storage
located beneath
permeable paving.

~| Throttle pipe to be installedto |/
attenuate the discharge from

the carpark drainage system

Roof drainage to discharge
to subbase of adjacent
permeable paving.
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Proposed road to drain to

CeIIuIér storage
located beneath

Throttle pipe to be installed to \ |
attenuate the discharge from
the carpark drainage system yd

existing drainage system via )/
via bio-retention tree pits

Control device to attenuate

flows to the 1:2 year Greenfield (" Celular

runoff rate of 6.7 I/s/ha

Storage

Existing Outfall
to River Forth
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New Outfall to
River Forth

Existing carpark to
drain as per existing

Existing carpark to
drain as per existing

Existing building to
drain as per existing
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permeable paving.

Existing carpark to
drain as per existing

~ /]| Existing road to drain
) as per existing

Building to drain
as existing

Existing Outfall

-_‘to River Forth

2.0m SWALE

500

MARSHALLS 'CONSERVATION’  150mm THK:

TOPSOIL

FLUSH EDGING KERB

FILTRATION/COLLECTOR TRENCH
TO RUN BELOW SWALE FULL
LENGTH

COLLECTOR PIPE TO BE LAID ALONG THE
LAST 10m OF THE TRENCH. PIPE TO BE
110mm¢ OSMA ULTRARIB, PERFORATED
ALONG FULL LENGTH, AND WRAPPED IN A
LIGHT WEIGHT PERMEABLE LINER TO PREVENT
FINES ENTERING

TYPICAL ROADSIDE SWALE

SUITABLY GRASSED/

900x600 50mm thk
CONCRETE PAVING SLAB AT
ENTRANCE LAID TO FALL INTO
SWALE

MARSHALLS "CONSERVATION’
KERB LAID UPSIDE DOWN AND
FLUSH WITH CARRIAGEWAY.

DETAIL
SCALE 1:25
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PERMEABLE TERRAM LINER OR SIMILAR
TO BE LAID ON TOP OF TRENCH TO
PREVENT TOPSOIL AND FINES
MIGRATING INTO THE STONE BELOW

TRENCH TO BE FILLED WITH CLEAN
45 TO 60 GRADED STONE, NO
COMPACTION

TRENCH SIDES AND BASE TO BE
WRAPPED WITH IMPERMEABLE
LINER
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Do not scale from this drawing.

SAFETY HEALTH AND ENVIRONMENTAL INFORMATION

IN ADDITION TO THE HAZARD/RISKS NORMALLY ASSOCIATED WITH THE
TYPES OF WORK DETAILED ON THIS DRAWING, NOTE THE FOLLOWING
RISKS AND INFORMATION.

RISKS LISTED HERE ARE NOT EXHAUSTIVE. REFER TO DESIGN
ASSESSMENT FORM NO.

CONSTRUCTION

DEMOLITION

FOR INFORMATION RELATING TO USE, CLEANING AND MAINTENANCE
SEE THE HEALTH AND SAFETY FILE

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT BY A
COMPETENT CONTRACTOR WORKING, WHERE APPROPRIATE, TO AN
APPROVED METHOD STATEMENT.
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KEY PLAN
(NTS)

LEGEN
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—>——+—— PROPOSED SURFACE WATER SEWER

A OUTFALL/HEADWALL

~ PROPOSED PERMEABLE PAVING

I I I = PROPOSED ROADSIDE SWALE/FILTER TRENCH

PROPOSED FILTER TRENCH

E=————| PROPOSED CELLULAR STORAGE TANK
[ ] PROPOSED DETENTION BASIN

Q PROPOSED BIO RETENTION TREE PITS
NOTES:

1. SUDS FEATURES ARE INDICATIVE ONLY.

2. PLOT MEASURES FOR INDIVIDUAL PROPERTIES HAVE
BEEN OMITTED FOR CLARITY.

3. THE LOCATION OF SUDS MEASURES ARE SUBJECT TO
CONFIRMATION OF THE 1:30 YEAR FLOOD ENVELOPE.
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